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3/4" GROUT SMOOTH 8" MIN INSTALLED, THE SPECIAL MAN- HOLE
INSIDE & OUT
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CONSTRUCTION PLANS.)

20" MAX. CONCRETE BLOCKS N ;

OR PRECAST CONC. RINGS, V.
PRECAST RINGS MUST BE CAST
WITH GROOVE TO FIELD
INSTALL SAFETY STEP.
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BELOW COVER. / \
. q a
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sz(EAFI;IEE REQUIRES A SAND ™ ! PIPE DEPTH, SLOPE 2% MIN.
g NO GRAVEL OR BLOCK FILLING
6" COMPACTED FOUNDATION GRAVEL OR
3/4 MINUS CRUSHED ROCK
CAST CHANNEL WITH 3000 PSI NEW SEWER CUT OUT TOP OF PIPE TO PROVIDE FULL
CONCRETE, CHANNEL 3/4 OF PIPE CHANNEL WITH A 36" MIN. CUTOUT.
DEPTH, SLOPE 2% MIN. \ . PVC x CONC. MANHOLE ADAPTER
NO GRAVEL OR BLOCK FILLING

A ‘ / NON SHRINK GROUT
N .

= O ([ g~—sxsowen

MINIMUM OF 6" CONCRETE sl e L
BELOW PIPE e R R P «  {=s————— CAST-IN-PLACE SHELF AND CHANNEL

MANHOLE BASE SECTION - NEW SADDLE MANHOLE ON EXISTING SEWER

GENERAL NOTES (APPLY TO ALL MANHOLES)

1. PRECAST SECTIONS SHALL BE REINFORCED PER ASTM SPECS FOR
CORRESPONDING SEWER PIPE.

2. FIBERGLASS REINFORCED PLASTIC SAFETY STEPS, 1"
@ MINIMUM. SEE DETAIL 6007

3. STEPS IN PRECAST BASE SECTION MAY BE CAST IN PLACE OR MOVABLE SAFETY
LADDER GROUTED IN PLACE. SEE DETAIL "MANHOLE LADDER AND STEP"

4. ALL HOLES FOR PIPE SHALL BE BLOCKED OUT AT THE TIME OF CASTING OF THE
SECTION OR CORE DRILLED IN THE FIELD.

5. ALL RUBBER GASKETED MANHOLES SHALL BE FURNISHED WITH RUBBER GASKET
JOINT CONFORMING TO ASTM C443.

6. SAND COLLAR SHALL BE USED.

7. MINIMUM 2% SLOPE ACROSS MANHOLE CHANNEL.

8. FOR 72" MANHOLE SEE CITY STANDARD "CATCH BASIN TYPE I1." SECTION 4000
"TYPE Il CATCH BASIN"

City of Bremerton

48" TO 60"
STANDARD MANHOLE 6001
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